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LCAS

Laser Collision Avoidance System
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LASER COLLISION AVOIDANCE SYSTEM
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Your overhead equipment is too valuable

to your operation to take chances. LCAS
will protect cranes and hoists from contact
with other equipment or end walls.

Using Retroreflective Class 1 Laser tech-
nology, the LCAS'’s simple push-button set
up permits you to program your system to
activate the Alarm output and Stop func-
tions at exactly the distance you require.
With a range of 50 meters (164 feet), the
LCAS can discriminate distance changes to
a resolution of 3 mm (0.12 inches).

LCAS protects stationary equipment, too.
lts warning Alarm output will be activated if
the unit detects a target moving within its
set warning distance. That gives your oper-
ators time to take corrective action before
a costly collision occurs.
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LCAS FEATURES & SPECIFICATIONS
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LASER COLLISION AVOIDANCE SYSTEM

* RETROREFLECTIVE CLASS 1 LASER
* RANGE: 0.3 M TO 50 M (1 FOOT TO 164 FEET)

* FIELD SELECTABLE ALARM OUTPUT AND
STOP SETTINGS

* INTERNAL BY-PASS SWITCH TO OVER-RIDE STOP
FUNCTION

e LED STATUS LIGHTS

» SOLID STATE CONTROL OUTPUTS WITH
OPTICAL ISOLATION TO 4000 VOLTS

* STANDARD NEMA 4X (IP66) ENCLOSURE
* SUITABLE FOR DRY INDOOR USE ONLY
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* CONTINUQUS CIRCUIT FAULT MONITORING

* OPTIONAL INTERNAL HEATER FOR LOW
TEMPERATURE APPLICATIONS

* NO RADIO LICENSE REQUIRED
* INPUT VOLTAGE: 100 - 240 VAC

* INPUT,/0OUTPUT CONTROL POWER: 90-140 VAC
@ 3 AMPS MAX.

* POWER CONSUMPTION: 3 WATTS

* DIMENSIONS [HWL): 286 X 235 X 178 MM
(11.25X9.25 X 7 INCHES]
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